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Re-tubing earmoulds 

 

The length of the hearing aid tubing is crucial as it ensures that the hearing aid sits comfortably on 

the ear and that the microphone is facing forward towards the speaker and not up in the air. 

Pre-bent tubing is best and care needs to be taken that the correct thickness of tubing is used eg 
for powerful hearing aids wide bore, thick walled tubing is usually used. 

Equipment: new tubing  
 pair of small sharp scissors/scalpel or stanley knife  
 threader (if necessary) 
 

1 Detach the earmould from the hearing aid. 

2 Remove the tubing from earmould being careful not to split the earmould.  If the tubing is stuck, 
soak in hot water for a few minutes and then pull it free. 
 

 

3   Take a new piece of tubing and cut to a point 
about 2.5/4cm from one end.  This should 
make threading the tubing through the 
earmould easier. 

4   Thread the tubing through from the back of 
the earmould.  If using prebent tubing, pull 
through until the bend touches the back of 
the earmould. 

 A threader may be needed. 

5    Cut the excess tubing by the meatus, using 
scissors/scalpel or Stanley knife.  

6     Place the hearing aid behind the wearer’s 
ear and mark or cut the tubing just 5mm 
above the tip of the hook. 
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Using a threader 

 

If it is difficult to thread the tubing through the earmould a threader may be used. 

 

 

Equipment: small brush (old tooth brush) 

warm soapy water and towel earmould 

puffer 

 

1 Detach hearing aid from earmould. 
 

 

1   Thread the threader through the earmould 
from the front(meatus), hook the tubing 
through the threader. 

2   Pull the threader and the tubing through the 
earmould (continue from 4).   

Cleaning Earmoulds 

5   Puff out any water in the earmould tubing and 
re-attach to the hearing aid. 

2   Place the earmould into the warm soapy 
water and leave to soak for a few minutes. 
Brush the earmould gently with the soft 
brush to get rid of all traces of earwax. 

4   Rinse the earmould under the tap and dry. 

3   If there is wax in the tubing, remove it by 
using the eye end of a darning needle  (push 
the sharp end into a cork to use as a handle)  
USE WITH CARE. 



If the hearing aids have different settings it is a good idea to do one hearing aid at a time so that 
they are returned to the correct ear.  Stickers on the outside of the hearing aids help to ensure 

they go on the correct ears. 

 


